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Material
Type S1130x7256 | $1130x725 | S1450x1130 | S 1450x1130 1150-6 1150-6 1150-9 1150-9
H810 H 1220 H810 H 1220 H810 H 1220 H810 H 1220
Pallet Injection TwinSheet HDPE
. steel - steel -
High rack capable - - - - reinforced | reinforced - -
Cover Injection TwinSheet HDPE
Sleeve PP-10 mm - 3000 g/ m?
0,
Weights and Volumes
Type S1130x725 | $1130x725 | S1450x1130 | S 1450x1130 1150-6 1150-6 1150-9 1150-9
H810 H 1220 H810 H 1220 H810 H 1220 H810 H 1220
Tara weight 27 kg 31kg 49 kg 53 kg 34 kg 37 kg 26 kg 29 kg
Load capacity 250 kg 250 kg 350 kg 350 kg 300 kg 300 kg 300 kg 300 kg
Top Load 1150 kg | 1150kg | 1350 kg 1250 kg | 1350kg| 1350kg| 1350kg| 1350kg
Volume reduction 1:4
\ Dimensions in mm
Type S1130x725 | S1130x725 | S1450x1130 | S1450x1130 1150-6 1150-6 1150-9 1150-9
H810 H 1220 H810 H 1220 H810 H 1220 H810 H 1220
Outside 1130 1130 1130 1450 1150 1150 1150 1150
725 725 725 1130 975 975 975 975
810 1220 1220 1220 810 1220 810 1220
Inside 1060 1060 1390 1390 1112 112 1112 1112
660 660 1065 1065 937 937 937 937
625 1035 625 1035 630 1040 630 1040
Folded 1130 1130 1450 1450 1150 1150 1150 1150
725 725 1130 1130 975 975 975 975
210 (-25) | 210(-25) 210 (-25) 250 (-25) - - - -
b
L Stacking factor
Type S1130x725 | S1130x7256 | $1450x1130 | S 1450x1130 1150-6 1150-6 1150-9 1150-9
H810 H 1220 H810 H 1220 H810 H 1220 H810 H 1220
Full 1+4
Folded 1+10
v LY
Lo Truck
Type S1130x725 | S1130x725 | S1450x1130 | S 1450x1130 1150-6 1150-6 1150-9 1150-9
H810 H 1220 H810 H 1220 H810 H 1220 H810 H 1220
Full goods 96 64 48 32 72 48 72 48
Empty good 352 352 176 176 264 264 264 264
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07-2024 | Specifications are based on ISO 8611 tests at 20°C with uniformly distributed loads; subject to variation based on usage
and environment. Product details may differ. Please contact our sales team for precise data. | Changes and errors excepted.
Please note our manufacturing tolerances according to DIN 2768-1 SG



